%FYTERTE(H ABSORBENTS BILGE BOOM

NONWOVENS”

M-58

A 8"x16" Open Net Spilfyter Bilge Boom

FEATURES & BENEFITS

¥ Specifically designed for marine applications

¥» Open net construction allows for more efficient saturation

¥ Absorbs petroleum-based fluids before they make a mess in the bilge
¥ Naturally repels water so it only removes the oil

¥ Perfect for harbors, sumps, bilges and drainage ditches

KEY SPECIFICATIONS

LN

Specification Value Specification Value
Product Type Bilge Boom Cases / Layer 4

OIL ONLY 10 COUNT PACK Dimensions 8" x 16" Layers / Pallet 3

Oils and petroleum-based liquids Bag Length 16 in Pallet Count 12
Width 8in Ship Class 175
Absorbency Type Oil Only Tariff Code 6307.90.0000
Absorbency 10 gal Shipping Length 25in
Liquids Absorbed Oils and petroleum- Shipping Width 17 in
based liquids Shipping Height 15in

Sy White Shipping Weight 10 Ibs
Package Count 10
Packaging Type Bag

ENGINEERED ABSORBENCY. BUILT FOR PERFORMANCE. 2121-B American Boulevard, De Pere, WI 54115 (800) 615-8699 cs@fytertech.com




	FEATURES & BENEFITS
	KEY SPECIFICATIONS

